
攜帶式拉曼攜帶式拉曼攜帶式拉曼攜帶式拉曼  近紅外線光譜儀近紅外線光譜儀近紅外線光譜儀近紅外線光譜儀    
 

1928 年 C. V. Raman 發現當光照射到物質上時，部分散射出來的光， 其波長和入射波長相比較，有部份位移的

現象發生，此稱為拉曼位移，而拉曼光譜便是利用分子和光子能量之間的交互作用來鑑定分子結構，若光子失去能量而

分子獲得能量，此時的光譜稱為 Stokes signal 。反之，光子獲得能量而分子失去能量，此時的光譜稱為 anti-Stokes 

signal。通常以 Stokes signal 訊號為主，紅外線光譜儀的偵測是利用具有偶極矩的分子為主，對於不具偶極矩的分子，

則可以拉曼光譜儀測量，此兩者具有互補的特性。 

表面增強拉曼光譜附件(SERS)，主要原理是入射光電場會使分子極化，而產生電偶極，同時金屬顆粒的表面電漿

也會強化局部電場，而達到增強散射訊號的效果，鍍金矽片拉曼光譜濃度訊號可以增加 104~106 倍。 

 

光譜儀 + Y 型光纖+雷射(500mW)+樣品台，有 4 種光譜儀可以選擇，價錢為 US$11500~US$20000。 

USB 系列 780-1000nm(200-2900cm-1)，resolution：8-13cm-1 

Maya 系列 780-930nm(200-2250cm-1)，resolution：5-7cm-1 

 
客戶應用範圍客戶應用範圍客戶應用範圍客戶應用範圍                                                                                                                                                                                                                    三聚氫胺三聚氫胺三聚氫胺三聚氫胺    

                                                                                                                                                                                                                        

1. 分析化學                                       
《食品(沙拉油、牛奶、水果、防腐劑)                                       

、化妝品、紡織品、塑膠品、油漆、鑽石、砂輪等》                                                                                                                                   

2.藥物研發(中藥、西藥、藥廠原料)                                                                              

3.刑事鑑定(毒品、汽油)                                                                              

4.醫學診斷                                                                                      

5.微量分析追蹤                                                                                   

6.機場車站安全檢查                                                                                

7.化學偵測 (環保、廢水、污泥)                                                                                                                

8.生物化學偵測 (基因晶片、面膜、牛樟芝、                                                        

納豆食品等)                                             
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Surface Enhanced Raman Spectroscopy (SERS) 拉曼表面電場增強附件拉曼表面電場增強附件拉曼表面電場增強附件拉曼表面電場增強附件 

Molecule adsorbed on a corrugated metal produces a Raman signal which is 6 to 12 orders of magnitude m ore intense than the 

signal it would emit if deposited on a flat substra te.  The unique Klarite™ technology makes this enhanceme nt of the Raman 

signal reproducible enough to be used in everyday c hemical analysis for a wide range of applications, from medical diagnosis 

and drug discovery to forensics and homeland defenc e. 

Klarite™ substrates feature a systematically design ed nanometer scale patterning of a silicon surface that is coated in gold. 

Made of regular arrangements of holes, the surface patterns form photonic crystals that control the su rface plasmon that govern 

the Raman enhancement process.                 http ://www.d3diagnostics.com  

                   治療關節炎的止痛退燒藥治療關節炎的止痛退燒藥治療關節炎的止痛退燒藥治療關節炎的止痛退燒藥 ibuprofen 16 ppm  
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圖一：Maya2000Pro 光譜儀              圖二：USB4000 光譜儀                圖三：SERS 濃度增加配件  

 

               
 

圖四：Laser                                        圖五：picture of OOA-RAMAN-SH  
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